


For valve types:
LKB/LKLA

For valve types:
SRC, ARC and ARC-SB

A = One micro switch.
B = Two micro switches.
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Micro Switch

Type: NO or NC.
Signal output: On/off, digital.
Supply voltage: 24-55 (110) VDC/VAC.
Supply current: Min. 100 mA.

Max. 1 A.
Note! As the unit is not grounded it should not

be used for voltages exceeding 55 V.

Inductive proximity switch, IFM:
- Signal output: Digital, PNP/NPN (2 wire).
- Supply voltage: 20-110 VAC/10-110 VDC.
- Current rating: 150 mA.
- Minimum load current: 4 mA.
- Leakage current:    0.6 mA.
- Voltage drop:    5 V.
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Hall proximity switch NPN, yellow colored:
- Signal output: Digital.
- Supply voltage: 5 to 24 VDC. Built-in regulator.
- Supply current: Max. 10 mA, normally 5 mA.
- Output: NPN open collector, max. 24 V, 25 mA.
- Activation: Magnet, N-pole.
- Temperature range: -4°F to 158°F.

Hall proximity switch PNP, green colored:
- Signal output: Digital.
- Supply voltage: 5 to 24 VDC. Built-in regulator.
- Supply current: Max. 15 mA, normally 10 mA.
- Output: PNP open collector, max. 24 V, 150 mA.
- Activation: Magnet, N-pole.
- Temperature range: -4°F to 158°F.

Hall proximity switch PNP, grey colored:
- Signal output: Digital.
- Supply voltage: 20 to 30 VDC. Built-in regulator.
- Supply current: Max. 15 mA, normally 10 mA.
- Output: PNP open collector, max. 24 V, 150 mA.
- Activation: Magnet, N-pole.
- Temperature range: -4°F to 158°F.

Technical data for female M12 plug
- Voltage: 250V AC/DC
- Current: 4A
- Temperature: -13°F to 194°F.
- PA 66
- IP 67
- PG9, max cable diameter OD 0.39” (10mm)

The plug is 90° angled and can be turned 4 x 90°
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PD 65398 US3 2002-09 The information contained herein is correct at the time of
issue, but may be subject to change without prior notice.

How to contact Alfa Laval
Contact details for all countries
are continually updated on our website.
Please visit www.alfalaval.com to
access the information direct.


