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Centrifugal Pumps

LKH
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LKH-5
. Motor
s 1 Hp (S6C) \ 1.5 Hp (143TC) \ 2 Hp ( 145TC) \ 3 HP (182TC) !
A 4.00 4.00 5.00 450
\ c \ 9.53 \ 9.53 \ 053 \ 12.60 \
F 7.87 7.87 7.87 7.87
\ G \ 6.02 \ 6.02 \ 6.22 \ 6.22 \
H 3.50 3.50 3.50 3.50
\ K \ 5.31 \ 5.31 \ 5.31 \ 5.90 \
L 16.53 16.53 17.52 18.01
\ P \ 0.866 \ 0.866 \ 0.866 \ 0.866 \
Q 2.80 2.80 2.80 2.80
\ S \ 5.50 \ 5.50 \ 5.50 \ 7.50 \
T 3.50 3.50 3.50 450
‘ Approximate weight (Ibs.) ‘ 69.00 ‘ 79.90 ‘ 79.90 ‘ 99.90 ‘
LKH-10
. Motor
S 1Hp (143TC) | 1.5Hp (143TC) | 2Hp (145TC) = 3 HP (182TC)  5Hp (184TC) | 7.5 Hp (213TC) = 10 Hp (215TC)
A 4.00 4.00 5.00 450 550 5.50 7.00
\ c \ 053 \ 053 9.53 12.60 \ 12.60 \ 1447 1447
F 9.72 9.72 9.72 9.72 972 9.72 9.72
\ G \ 5.5 \ 5.59 5.59 5.5 \ 5.5 \ 5.59 5.59
H 3.50 3.50 3.50 3.50 350 3.50 3.50
\ K \ 5.35 \ 5.35 5.35 5.87 \ 5.87 5.87 5.87
L 16.91 16.91 18.22 19.41 19.69 23.20 24.74
\ P \ 091 091 0.91 091 \ 091 091 091
Q 3.43 3.43 3.43 3.43 3.43 3.43 3.43
\ s | 5.51 5.51 5.51 7.48 \ 7.48 8.50 8.50
T 3.50 3.50 3.50 4.50 4.50 5.25 5.5
| Approximate weight (Ibs.) | 81.00 89.00 91.00 111.00 . 12800 179.00 204.00
LKH-15
Size Motor ‘
1 Hp (143TC) | 1.5 Hp (143TC) 2 Hp (145TC) 3 Hp (182TC) | 5 Hp (184TC) | 7.5 Hp (213TC) | 10 Hp (215TC) 15 Hp (254TC)
A 4.00 4.00 5.00 4.50 5.50 5.50 7.00 7.00
\ c \ 953 | 053 053 12.60 12.60 1447 1447 | 19.02
F 9.72 972 9.72 9.72 9.72 9.72 9.72 9.72
\ G \ 654 | 6.54 6.54 6.54 6.54 6.54 654 | 6.54
H 3.50 350 3.50 3.50 3.50 3.50 3.50 3.50
\ K \ 598 | 598 5.98 6.50 6.50 7.04 724 | 8.25
L 18.33 18.33 19.32 20.33 21.38 24,62 25.03 29.76
\ P \ 170 | 1.70 1.70 1.70 1.70 1.70 170 | 1.70
Q 2.61 261 2.61 2.61 2.61 2.61 2.61 2.61
\ s | 551 | 5.51 5.51 7.48 7.48 8.50 850 | 8.50
T 3.50 350 3.50 4.50 4.50 5.25 5.5 5.5
| Approximate weight (bs) | 88.00 | 96.00 98.00 118.00 135.00 186.00 211.00 | 30400
Authorized to carry
the 3A symbol 2.1.83
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LKH Centrifugal Pumps

Dimensions (in)
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LKH-20
Size Motor
1 Hp (143TC) | 1.5 Hp (143TC) | 2 Hp (145TC) = 3 HP (182TC) = 5 Hp (184TC) | 7.5 Hp (213TC) 10 Hp (215TC) | 15 Hp (254TC)
A 4.00 4.00 5.00 450 5.50 5.50 7.00 8.25
c 953 | 953 953 | 1260 | 12.60 1417 | 1417 | 1902
F 9.96 9.96 9.96 9.96 0.96 9.96 9.96 0.96
G 700 | 7.09 700 700 | 7.09 700 700 | 7.09
H 3.50 3.50 3.50 3.50 3.50 3.50 3.50 3.50
K 567 | 5.67 567 | 618 | 6.18 693 | 693 | 7.95
L 17.38 17.38 18.08 19.37 20.42 23.67 25.21 28.82
P 106 | 1.06 106 | 106 | 1.06 106 | 106 1.06
Q 3.47 3.47 3.47 3.47 3.47 3.47 3.47 3.47
S 551 | 5.51 551 748 7.48 850 | 850 | 10.00
T 3.50 3.50 3.50 450 4.50 5.5 5.25 5.5
Approximate weight (bs.) 8500 | 93.00 9500 | 11500 | 132.00 18300 | 20800 | 301.00
LKH-25
Motor ‘
Size 1Hp | 15Hp | 2 Hp 3 HP 5Hp | 7.5Hp ‘ 10 Hp ‘ 15Hp | 20Hp | 25 Hp | 30 Hp
(143TC) = (143TC) = (145TC) = (182TC) (184TC)  (213TC)  (215TC) = (254TC) = (256TC) | (284TSC)  (286TSC) |
A 4.00 5.00 5.00 450 5.50 5.50 7.00 8.25 10.00 9.50 11.00
c 953 953 953 12.60 12.60 1447 | 1417 | 19.02 19.02 2000 | 20.00
F 11.93 11.93 11.93 11.93 11.93 11.93 11.93 11.93 11.93 11.93 11.93
G 7.60 7.60 7.60 7.60 7.60 760 | 760 | 760 7.60 760 | 7.60
H 3.50 3.50 350 3.50 3.50 3.50 3.50 3.50 3.50 3.50 3.50
K 5.98 5.98 5.98 6.50 6.50 724 | 724 | 807 8.07 807 | 807
L 17.91 17.91 18.90 19.91 20.96 24.20 25.74 29.16 30.91 32.91 34.41
P 1.8 1.28 1.28 1.28 1.28 128 | 128 | 128 1.28 128 | 128
Q 447 447 447 447 447 417 417 417 417 417 417
S 5.51 5.51 5.51 7.48 7.48 850 | 850 | 10.00 10.00 1100 | 11.00
T 3.50 3.50 3.50 450 450 5.25 5.05 6.25 6.25 7.00 7.00
Approximate weight (bs) | 95.00 | 10300 | 10500 | 12500 | 14200 | 19300 | 21800 | 811.00 | 361.00 | 442.00 | 473.00

Authorized to carry
2.1.84 the 3A symbol
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Centrifugal Pumps LKH

Dimensions (in)
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LKH-35
Motor
Size 1.5 Hp 2 Hp 3 HP 5 Hp 7.5 Hp 10 Hp 15 Hp 20 Hp 25 Hp 30 Hp
(143TC) | (145TC) | (182TC) | (184TC) | (213TC) | (215TC) | (254TC)  (256TC) | (284TSC) | (286TSC)
A 4.00 5.00 450 5.50 5.50 7.00 8.27 10.00 9.49 11.00
\ c 953 953 | 1260 | 1260 1417 1447 | 19.02 19.02 2000 | 20.00
F 11.93 11.93 11.08 11.93 11.93 11.93 11.93 11.93 11.03 11.93
\ G 7.60 760 | 760 | 760 7.60 760 | 7.60 7.60 760 | 7.60
H 3.50 3.50 3.50 350 3.50 3.50 350 3.50 3.50 3.50
\ K 5.55 555 | 606 | 606 6.81 681 | 783 7.83 783 | 783
L 17.11 18.10 19.10 20.15 20.15 24.94 28.55 30.30 32.30 33.80
\ P 0.91 091 | 091 | o001 0.91 091 | 091 091 091 | o091
Q 4.68 468 468 468 4.68 468 4.68 468 468 4.68
\ s 5.51 551 | 748 | 748 8.50 850 | 10.00 11.00 1100 | 11.00
T 3.50 3.50 450 450 5.05 5.05 6.05 6.05 7.00 7.00
| Approximate weight (bs.) 99.00 101.00 | 12100 | 138.00 189.00 21400 | 307.00 357.00 438.00 | 469.00
LKH-40
Motor
size 1.5 Hp 2 Hp 3 HP 5 Hp 7.5 Hp 10 Hp 15 Hp 20 Hp 25 Hp 30 Hp
(143TC) | (145TC) | (182TC) | (184TC) = (213TC) | (215TC) | (254TC) | (256TC) | (284TSC)  (286TSC)
A 4.00 5.00 450 5.50 5.50 7.00 8.25 10.00 9.50 11.00
\ c 953 9.53 12.60 12.60 1447 | 1417 19.02 19.02 20.00 20.00
F 12.95 12.95 12.95 12.95 12.05 12.95 12.05 12.95 12.95 12.95
\ G 8.35 8.35 8.35 8.35 835 | 835 8.35 8.35 8.35 8.35
H 3.50 3.50 3.50 3.50 3.50 350 3.50 3.50 3.50 3.50
\ K 5.75 5.75 6.26 6.26 701 | 701 8.03 8.03 8.03 8.03
L 17.50 18.49 19.49 22,54 23.79 25.33 28.94 30.69 32.69 34.19
\ P 1.10 1.10 1.10 1.10 110 | 1.10 1.10 1.10 1.10 1.10
Q 4.96 496 4.96 496 4.96 496 4.96 496 4.96 496
\ S 5.51 5.51 7.48 7.48 850 | 850 10.00 10.00 11.00 11.00
T 3.50 3.50 450 450 5.05 5.05 6.05 6.25 7.00 7.00
| Approximate weight (bs) | 108.00 110.00 130.00 147.00 19800 | 223.00 316.00 366.00 447.00 487.00

Authorized to carry
the 3A symbol 2.1.85
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LKH Centrifugal Pumps

Dimensions (in)
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LKH-45
Motor

Size 1.5 Hp 2 Hp 3 Hp 5 Hp 7.5 Hp 10 Hp 15 Hp 20 Hp 25 Hp 30 Hp
(143TC) | (145TC) | (182TC) | (184TC) | (213TC) | (215TC) | (254TC) | (256TC)  (284TSC) = (286TSC)

A 4.00 5.00 450 5.50 5.50 7.00 8.25 10.00 9.50 11.00

c 953 | 953 | 1260 12.60 1447 | 1447 19.02 19.02 20.00 20.00

F 11.93 11.93 11.03 11.03 11.93 11.03 11.93 11.93 11.93 11.03

G 760 | 760 | 760 7.60 760 | 760 7.60 7.60 7.60 7.60

H 3.50 3.50 3.50 3.50 3.50 3.50 3.50 3.50 3.50 3.50

K 603 | 603 | 654 6.54 720 | 729 8.31 8.31 8.31 8.31

L 18.07 19.26 20.26 21.31 24.56 26.10 29.71 31.46 33.46 34.96

P 159 | 159 | 159 1.59 159 | 159 1.59 1.59 1.59 1.59

Q 3.83 3.83 3.83 3.83 3.83 3.83 3.83 3.83 3.83 3.83

S 551 | 551 | 748 7.48 850 | 850 10.00 10.00 11.00 11.00

T 3.50 3.50 450 450 5.25 5.5 6.25 6.25 7.00 7.00
Approximate Weight (bs) | 105.00 | 107.00 | 127.00 144.00 19500 | 220.00 313.00 363.00 444,00 475.00

LKH-50
Motor _

Size 1.5 Hp ’ 2 Hp ’ 3 Hp 5 Hp 7.5 Hp 10 Hp 15 Hp 20 Hp 25 Hp 30 Hp
(143TC) | (145TC) | (182TC) | (184TC) | (213TC) | (215TC) | (254TC) | (256TC)  (284TSC) = (286TSC)

A 4.00 5.00 450 5.50 5.50 7.00 8.25 10.00 9.50 11.00

c 953 | 953 | 1260 12.60 1447 | 1447 19.02 19.02 20.00 20.00

F 12.95 12.95 12.95 12.95 12.95 12.95 12.95 12.95 12.95 12.95

G 807 | 807 | 807 8.07 807 | so7 8.07 8.07 8.07 8.07

H 3.50 350 350 3.50 3.50 350 3.50 3.50 350 3.50

K 591 | 591 | 642 6.42 747 | 747 8.27 8.27 8.27 8.27

L 17.08 18.97 19.97 21.02 24.27 26.06 29.50 31.05 33.25 34.75

P 142 | 142 | 142 1.42 142 142 1.42 1.42 1.42 1.42

Q 461 461 461 461 461 461 4.61 461 461 461

S 551 | 551 | 7.48 7.48 850 | 850 10.00 10.00 11.00 11.00

T 3.50 350 450 4.50 5.05 5.5 6.25 6.05 7.00 7.00
Approximate weight (bs) = 10800 | 11000 | 130.00 147.00 19800 | 223.00 316.00 366.00 447.00 487.00

Authorized to carry
2.1.86 the 3A symbol
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Centrifugal Pumps LKH
Dimensions (in)
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LKH-60
‘ [ Motor
i 1.5 Hp 2 Hp 5 Hp 7.5 Hp 10 Hp 15 Hp 20 Hp 25 Hp 30 Hp
Size 3 Hp (182TC)
(143TC) (145TC) (184TC) = (213TC) | (215TC) = (254TC)  (256TC) | (284TSC) (286TSC)
A 4.00 5.00 450 550 5.50 7.00 8.25 10.00 9.50 11.00
\ c \ 953 953 12.60 12.60 1447 1447 | 1902 | 19.02 2000 | 2000
F 12.95 12.95 12.95 12.95 12.95 12.95 12.95 12.95 12.95 12.95
\ G . 1098 | 1098 10.98 10.98 10.98 1098 | 1098 | 1098 | 1098 | 1098 |
H 3.50 3.50 3.50 3.50 3.50 3.50 3.50 3.50 3.50 3.50
\ K | 596 | 596 6.47 6.47 7.00 722 | 832 | 83 | 832 | 832 |
L (4 x 4) 19.05 20.04 21.04 22.09 25.34 26.88 3057 32.32 34.32 35.82
\ L (6 x 4) . 2063 | 2162 20,62 23.67 26.92 2846 | 3215 | 3390 | 3590 | 8740 |
P (4 x 4) 2.44 2.44 2.44 0.44 2.44 2.44 2.44 2.44 2.44 0.44
\ P (6 x 4) \ 402 | 4 402 402 402 402 | 402 | 402 | 402 | 402
Q 4.02 4.02 4.02 4.02 4.02 4.02 4.02 4.02 4.02 4.02
\ s \ 551 | 551 7.48 7.48 8.50 850 | 1000 | 1000 | 1100 | 1100
T 3.50 3.50 450 4.50 5.05 5.05 6.05 6.25 7.00 7.00
| Approximate weight (bs) | 113.00 | 115.00 135.00 152.00 209.00 22800 | 321.00 | 371.00 | 45200 | 48300
LKH-70
‘ Motor ‘
size 15 Hp 20 Hp 25 Hp 30 Hp 40 Hp 50 Hp 60 Hp 75 Hp 100 Hp
(254TC) (256TC) (284TSC) = (286TSC)  (324TSC) = (326TSC) | (364TSC) | (365TSC) | (405TSC)
A 8.25 10.00 9.50 11.00 10.50 12.00 11.25 12.05 13,75
\ c 19.02 1902 | 2000 | 20.00 20.00 21.00 2100 | 2100 | 2100
F 16.13 16.13 16.13 16.13 16.13 16.13 16.13 16.13 16.13
\ G 10.35 1085 | 1035 | 1035 10.35 10.35 1085 | 1035 | 10.35
G & 13.19 13.19 13.19 13.19 13.19 13.19 13.19 13.19 13.19
\ H 3.50 350 | 350 | 350 3.50 3.50 350 | 350 | 350
K 8.21 8.21 8.21 8.21 11.25 11.25 11.25 11.25 11.25
\ L (4x3) 29.52 8127 | @827 | 347 37.21 38.70 4031 | 4131 | 4783
P 4" 1.50 1,50 1.50 1,50 1.50 1.50 1,50 1,50 1,50
\ Q 5.79 579 | 579 | 579 5.79 5.79 579 | 579 | 579
S 10.00 10.00 11.00 11.00 12.50 12.50 14.00 14.00 16.00
\ T 6.25 625 | 700 | 700 8.00 8.00 900 | 900 | 1000
Approximate weight (bs.) | 113.00 115.00 135.00 152.00 209.00 298.00 321.00 371.00 452.00
Authorized to carry
the 3A symbol 2.1.87

2.1
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Centrifugal Pumps

LKH
Dimensions (in)
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LKH-90
si Motor-Sterling
lze 30Hp 40Hp [ 50Hp 60Hp 75Hp 100Hp
B 11.00 10.50 12.00 11.25 12.25 13.75
C \ 9.37 .86 \ .86 12.88 12.88 13.87 \
E 2.56 2.56 2,56 2.56 2.56 256
F \ 11.92 12.92 \ 12.92 13.92 13.92 14.92 \
G 20.00 21.00 21.00 21.00 21.00 21.00
H | 12.20 12.20 | 12.20 12.20 12.20 12.20 \
J 11.00 12.50 12.50 14.00 14.00 16.00
Q \ 15.37 15.87 \ 15.87 16.50 16.50 17.49 \
R 0.84 0.84 0.84 0.84 0.84 .84
B \ 24.02 2410 \ 26.32 26.92 27.90 33.35 \
T 7.00 8.00 8.00 9.00 9.00 10.00
U | 8.38 8.79 | 8.79 9.79 9.79 10.79 \
z 21.69 21.69 21.69 23.42 23.42 26.86
K \ 26.16 27.48 \ 27.48 30.44 30.44 33.99 \
L 34.89 34.97 37.19 37.79 38.77 44.22
Weight (Ibs) | 939 974 \ 1084 1236 1424 1497 \

2.1.88

Authorized to carry
the 3A symbol
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Centrifugal Pumps LKH
Technical Data
Volumetric Flow
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0 200 400 600 800 1000 1200 1400 1600 1800 2000 2200 2400 Q(gpm)
Inlet/Outlet Connections - Tri-Clamp® (inches)
Refer to dimensional drawings
LKH-10 LKH-20 LKH-15 LKH-45
LKH-5 LKH-25 LKH-40 LKH-60 LKH-60 LKH-90
LKH-35 LKH-50 LKH-70
DI \ 200 2.50 300 300 400 400 600 | 600
‘ DIl 1.50 2.00 2.50 2.00 3.00 4.00 4.00 6.00
M 0.83 1.13 1.13 1.13 1.13 1.13 1.50 1.5
‘ Mil 0.83 1.13 1.13 1.13 1.13 1.18 1.18 145
Options Ordering
Equipment Please state the following when ordering:
- Impeller with reduced diameter. - Pump size.
- Motor for other voltage and/or frequency. - Version, sanitary or industrial.
- Motor enclosures: washdown, TEFC, explosion proof, inverter duty - Connections.
and others upon request. - Seal and Elastomer Type
- Inducer (only LKH-10 to -50) - Impeller diameter.
- Flushed shaft seal. - Motor size.
- Double mechanical shaft seal. - Voltage and frequency.
- Counter flanges, seal rings and bolts for flanged connections - Flow, pressure and temperature.
(industrial version). - Density and viscosity of the product.
- Standard clearance is 0.02" (0.04" for LKH-70) and can be made - Options.
up to 0.098").
Material grades
- Surface roughness, product wetted parts: unpolished, 32Ra, micro
inches (0.8 mm), or higher finishes
- Product wetted seals of Buna (NBR), Fluoroelastomer (FPM) or FEP.
- Rotating seal ring of silicon carbide.
Authorized to carry
the 3A symbol 2.1.89
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